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§213.359

the track, because of grade characteris-
tics cannot move to foul the main
track.

(b) For the purposes of this section, a
derail is a device which will physically
stop or divert movement of railroad
rolling stock or other railroad on-track
equipment past the location of the de-
vice.

(c) BEach derail shall be clearly visi-
ble. When in a locked position, a derail
shall be free of any lost motion which
would prevent it from performing its
intended function.

(d) Each derail shall be maintained
to function as intended.

(e) Each derail shall be properly in-
stalled for the rail to which it is ap-
plied.

(f) If a track protected by a derail is
occupied by standing railroad rolling
stock, the derail shall be in derailing
position.

(g) Each derail on a track which is
connected to a Class 7, 8 or 9 main
track shall be interconnected with the
signal system.

§213.359 Track stiffness.

(a) Track shall have a sufficient
vertical strength to withstand the
maximum vehicle loads generated at
maximum permissible train speeds,
cant deficiencies and surface defects.
For purposes of this section, vertical
track strength is defined as the track
capacity to constrain vertical deforma-
tions so that the track shall return fol-
lowing maximum load to a configura-
tion in compliance with the vehicle/
track interaction safety limits and ge-
ometry requirements of this subpart.

(b) Track shall have sufficient lateral
strength to withstand the maximum
thermal and vehicle loads generated at
maximum permissible train speeds,
cant deficiencies and lateral alinement
defects. For purposes of this section
lateral track strength is defined as the
track capacity to constrain lateral de-
formations so that track shall return
following maximum load to a configu-
ration in compliance with the vehicle/
track interaction safety limits and ge-
ometry requirements of this subpart.

§213.361 Right of way.

The track owner in Class 8 and 9
shall submit a barrier plan, termed a

49 CFR Ch. Il (10-1-13 Edition)

“right-of-way plan,” to the Federal
Railroad Administration for approval.
At a minimum, the plan will contain
provisions in areas of demonstrated
need for the prevention of—

(a) Vandalism;

(b) Launching of objects from over-
head bridges or structures into the
path of trains; and

(c) Intrusion of vehicles from adja-
cent rights of way.

§218.365 Visual inspections.

(a) All track shall be visually in-
spected in accordance with the sched-
ule prescribed in paragraph (c) of this
section by a person designated under
§213.305.

(b) Each inspection shall be made on
foot or by riding over the track in a ve-
hicle at a speed that allows the person
making the inspection to visually in-
spect the track structure for compli-
ance with this part. However, mechan-
ical, electrical, and other track inspec-
tion devices may be used to supplement
visual inspection. If a vehicle is used
for visual inspection, the speed of the
vehicle may not be more than 5 miles
per hour when passing over track
crossings and turnouts, otherwise, the
inspection vehicle speed shall be at the
sole discretion of the inspector, based
on track conditions and inspection re-
quirements. When riding over the track
in a vehicle, the inspection will be sub-
ject to the following conditions—

(1) One inspector in a vehicle may in-
spect up to two tracks at one time pro-
vided that the inspector’s visibility re-
mains unobstructed by any cause and
that the second track is not centered
more than 30 feet from the track upon
which the inspector is riding;

(2) Two inspectors in one vehicle may
inspect up to four tracks at a time pro-
vided that the inspector’s visibility re-
mains unobstructed by any cause and
that each track being inspected is cen-
tered within 39 feet from the track
upon which the inspectors are riding;

(3) Each main track is actually tra-
versed by the vehicle or inspected on
foot at least once every two weeks, and
each siding is actually traversed by the
vehicle or inspected on foot at least
once every month. On high density
commuter railroad lines where track

156



		Superintendent of Documents
	2014-01-29T12:13:47-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




